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Cutting Edge: Distinct Motifs Within CD28 Regulate T Cell Proliferation and Induction of BckXL 

1 - ►jirnmunoLorg ihtmli 

JS Burr : NDL Savage, GE Ivlessah, SL Ksmzey, AS Shaw ... - The Journal of Immunology, 2001 - Am Assoc 
jmmnoi 

CD28 provides an important costimulatory signal in T cell activation that 
regulates multiple cellular processes including proliferation and survival. 
Several signal transduction pathways are activated by CD28; however, the ... 

Cited by .95 - Related articles - Web Search - BL Direct - All 5 .versions 



Association of the src Gene Product of Rous Sarcoma Virus with Cytoskeletal Structures of 
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JG Burr, G Dreyfuss, S Penman, JM Buchanan - Proceedings of the National Academy of Sciences, 1980 - 
National Acad Sciences 

Page 1. Proc. Nati. Acad. SC. USA Vol. 77, No. 6, pp. 3484-3488, June 1980 
Cell Biology Association of the src gene product of Rous sarcoma virus with 
cytoskeletal structures of chicken embryo fibroblasts ... 
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RA Dreweii, E Bae, J Burr, EB Lewis ■■ Proceedings of the National Academy of Sciences, 2002 - National Acad 
Sciences 

The extensive intraabdominal (iab) region contains a number of cis-regulatory 
elements, including enhancers, silencers, and insulators responsible for 
directing the developmental expression of the abdominal-A and Abdominal-B ... 
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Functional Analysis of Repressor Binding Sites in the iab-2 Regulatory Region of the 
abdominal-A ... 

MJ Shimell, AJ Peterson, J Burr, JA Simon, MB O' ... - Developmental Biology, 2000 - Elsevier 
*Department of Genetics, Cell Biology and Development, ^Department of 
Biochemistry, Molecular Biology and Biophysics, and §Howard Hughes Medical 
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JS Burr, SL Kimzey, DR Randolph, JM Green - American Journal of Respiratory Cell and Molecular Biology, 2001 
- Am Thoracic Soc 

Airway inflammation after inhaled allergen exposure requires the recruitment, 
activation, and differentiation of antigen-specific T cells into T helper (Th) 2 
effector cells. These processes are regulated not only by antigen ... 
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Oxidative damage is not only implicated in reduced performance and acute 
injuries in athletes, 7 but it also contributes to the initiation of a large 
number of degen- erative and neoplastic diseases. 8 Hence, study of exer- ... 
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P roduction of free radicals is an inevitable conse- quence of aerobic 

metabolism. 1 Exercise, which causes whole-body oxygen consumption to increase 

by up to 15 times and oxygen consumption of muscle to increase by up to 100 ... 
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ME Under, JG Burr - Proceedings ol' the National Academy of Sciences, 1988 - National Acad Sciences 
Proc. Nail. Acad. Sci. USA Vol. 85, pp. 2608-2612, April 1988 Cell Biology ... 
Nonmyristoylated p60 -vrc fails to phosphorylate proteins of 1 15-120 kDa in 
chicken embryo fibroblasts ... (anti-phosphotyrosine ... 
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METHODS AND APPARATUS FOR PITCH CONTROL POWER CONVERSION 

CD Harbour!, JA Melius, AM Ridenour, DG Wanner, MR „, - US Patent App, 1 1/080,01 7, 2005 - Google Patents 

US 20060208493A1 (19) United States (12) Patent Application Publication GO) Pub. 

NO.: US 2006/0208493 Al Harbour! et al. (43) Pub. Date: Sep. 21,2006 (54) 

METHODS AND APPARATUS FOR PITCH CONTROL POWER CONVERSION (75) Inventors: ... 



Methods and apparatus for pitch control power conversion 

AS Wilkinson, HR Edmunds, DG Wanner Jr, AM ... - US Patent 7,126,236, 2006 - patentstorm.us 
A method for powering a pitch motor drive system for at least one DC pitch motor 
of a wind turbine includes rectifying a voltage using a bridge circuit to 
thereby supply a DC link voltage to a bridge comprising active switching ... 
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JA Melius, CD Harbour!, BM Aiken, CT Moore, HR ... - US Patent 7,235,895, 2007 - Google Patents 
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adjusted under 35 USC 154(b) by 0 days. ... (65) Prior Publication Data US 
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Method for configuring an input/output module coupled to a programmable logic controller 

DW Sexton.., - US Patent 5,058,001 , 1831 - freepaienisofillne.com 

... various output modules (output devices) to control ... is generally used to configure 

such modules ... provide answers which constitute configuration setup information ... 
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An implementation methodoiogy for the supervisory control of flexible manufacturing workceils 

SC Lauzon, JK Mills, B Benhabib - Journal ol Manufacturing Systems. 1897 •• Elsevier 

... code is obtained via the automatic translator: SOR ... 5.1 Workcell Setup The experimental 

hardware consisted of ... controllers, two machining devices, an industrial ... 
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Network interface board having memory mapped mailbox registers including alarm registers for storing ... 

EH Weigi, DJ Sackmann, SJ Gans - US Patent 5,251 ,302. 1993 - freepatentsoniine.com 
... register buffer is used to store register data that will be sent to a remote device. ... 
The setup and interrupt controls are used for set-up parameters such ... 
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Reconfigurable network interface apparatus and method 

MA Collins • US Patent 5,671 ,355, 133? - lreepatentsoniine.com 

... control means directs the appropriate hardware set-up and operational ... the device 

bus 30 or external configuration bus 36 to configure the reconfigurable ... 

Automatic transfer switch (ATS) using programmable logic controller (PLC) 

H Ashour - Mecfiatronics, 2004. ICM'94. Proceedings of the IEEE 2004 - ieeexplore.ieee.org 
... and F. S. Salem, "High voltage automatic transfer switch ... Figure 5: The experimental 
setup ... M. Rasihd, "Power electronics: circuits, devices, and applications ... 
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... 156/299, Component location device and method for ... the actual component feeder magazine 

configuration to verify ... requests the operator to install a particular ... 
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... 20 Claims, 20 Drawing Sheets System Setup d 1 1 Enoble/Disoble Security System 

Print User Log Specify User Log Path \ A 1 1 6-" to 1 Enoble/Disoble User ... 
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Developing a Hybrid Programmable Logic Controller Platform for a Flexible Manufacturing System 

KJ McDermctt WAY&o - International Journal of Flexible Manufacturing Systems, 1397 - Springer 
... The system is easy to configure and to ... Second, it provides an automatic data logging 
device. ... events, as well report, recipe configuration, and networking ... 
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A Web-based programmable logic controller laboratory for manufacturing engineering education 

C Saygin, F Kahraman - The International Journal o? Advanced Manufacturing ...,2004 • Springer 
... cise or experimentation experience through physical setup over the ... Users are required 
to install a client soft ... of educational institutions and set up rules and ... 
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... programmable general purpose interface adapter for connecting peripheral devices within a computer ... 

RR Pioger III - US Patent 5,537,807, 1986 - freepatentsonline.com 

... for storing plurality of counter configuration files which ... bit patterns from said 

memory to set up the control ... system and said peripheral device, the control ... 
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... for use on a first programmable logic controller to use on a second programmable logic controller 

GM Weteenborn.,. ■ US Patent 5,142,469. 1392 ■ freepatentsonllne.com 

... which are transmitted to various output devices to control ... When it becomes necessary 

to configure a new ... Program 400 then writes the hardware configuration and I ... 
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Method and apparatus for symbolic ladder logic programming with automatic attachment of addresses 

SG Zifferer, JJ Menler Jr ■ US Patent 5,343,51 8, 1 394 . frespatentsonllne.com 

... and outputs for both digital and analog devices. ... ladder logic programming with the 

automatic attachment of ... an I/O Module System Configuration menu, wherein a ... 
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Concurrent programming apparatus and method for electronic devices 

WH While.., US Patent 5,936,004 , 1 998 » freepatentsonline.com 

... Users can then custom configure or program the electronic ... as a master site during 

initial set up for a ... each programming site 1 00 for the correct configuration. ... 
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Operator interface panel assembly for use with a programmable logic controller 

RR Holterman. J Maggelet • US Patent 5,1 55,664, 1392 - ireepatenisonllne.com 
... change, resulting in a change in the configuration of the ... of switch but if a two 
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User defined port and protocol scheme for a programmable logic controller 

R Mitchell, TL Fulton ■ US Patent 5,727.170, 1938 •• freepat8ntsonlne.com 

... operation with the current operation and automatic initiation of ... phone line or other 

communication device under a ... no parity, 8 bits/characters //Set up a timed ... 
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Programmable logic controller computer system with micro field processor and programmable bus ... 

DW Sexton,,. - US Patent 5,973,533, 1399 ■ freepatentsonlinacorn 

... interface unit 1 20 to permit the user to configure mapping among ... I/O map is part 

of the configuration of bus ... embodiments up to 1 6 groups can be set up for an I ... 
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File History: Peer-to-Peer Register Exchange Controller for Industrial Programmable Controllers 

OR Janke. KJ Watt. Dl Gates, JT Bronikowski US Patent 4,392,928, 1991 • lreepatenl3online.com 
... PLC device has a bank of switches 29 for setup. ... on the network must have the same 
code set up or the ... This register will allow the user to configure the shared ... 

Cited by 4 ■ Related articles - Web Search - All 3 versions 



Programmable data port interface adapter 

DT Overton - US Patent 5,964,852, 1993 ■■ frespatenisonline.com 

... 102 according to any desired peripheral device utilization schema ... or en232 - - 6() 

to implement configuration of the ... control signal used to set up the required ... 
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Machine control system 

WR Schaeffer US Patent 5,339,249, :S94 - freepaientsonlns.com 

... is a software flow diagram for a setup configuration program that ... The automatic machine 

12 is operated under the control ... and the design of these devices in and ... 



. . . counter includes memory for storing plurality of counter configuration files which respectively . . . 

A8 Cruickshank, RK Davis.,. ■■ US Patent 5,1 09,503, 1992 ■■ freepatentsonline.com 
... been selected by the user at input device 35, then the previous counter configuration 
as selected by ... 45 is used by microprocessor 30 to configure array 46 ... 
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System and method for automatic setup of a network device with secure network transmission of setup ... 

S Xu, RT Bennett - US Patent App. 1 1/217,945, 2005 - Google Patents 

... other setup param- eters to authenticate and configure the new ... 1 ,2007 [0022] To set 

up STA 2 for connection ... natch the parameters in the AP setup service must ... 
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... In many LANs, there is a need to set up or configure new devices ... Typically this 
configuration information is entered manually into the new device by the user ... 
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... to-end fashion: It is needed a translation from the commands of the remote interface 

to ... Automatic device configuration, mobility (devices can be ... 
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Systems, devices, and methods for acceptance testing a fieidbus component configuration program 

JD Jones, SM Hausnan US Patent 6,963,814, 2005 •■ freepatenisoniine.com 

... more information devices that are linked to share resources (such ... through master 

1 200 fieidbus component configuration program 1 1 00 can configure at least ... 
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Concentrated subscriber wireless remote telemetry system 

P Argyroudis •■ US Patent 5,832,758, 1999 - freepatentsonline.com 

... complex and less expensive to manufacture, install and maintain ... CEBus-compliant 

appliance 136 may share information about ... In the exemplary configuration of FIG ... 
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... The control program for the PLC is set up in a ... Figure 22: The STEP 7 tool to configure 

the networks ... The user program and the PLC configuration can be downloaded ... 
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... the remote I/O device network was set up and the ... remote I/O device networks to configure 

the local ... database used In a process control configuration system of ... 
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Method lor using PLC programming information to generate secondary functions such as diagnostics and ... 

NT Glhi. JR Skach - US Patent 5,613, 1 15. 1997 - freepatentsoniine.com 

... is also used to store other configuration information as ... must be copied into the 

shared memory as ... be defined either within the diagnostics set-up routine or ... 
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... DOWNLOAD DEVICE ELEMENTS FROM INTERFACE DEVICE CONFIGURE DOWNLOADED DEVICE ELEMENTS ... 

the operator can use a configuration station to set up a continuous ... 
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